
RALPH LAUREN AUTOMOTIVE COLLECTION
RL Automotive Model - Wood Bezel 

42 mm - Black Steel

MATERIAL # 468836812001



TECHNICAL CHARACTERISTICS

MOVEMENT Mechanical self-winding, Swiss manufacture movement, made by Jaeger-LeCoultre 

exclusively for Ralph Lauren
Caliber: RL751A/1

Frequency: 28,800 vibrations/hour (4 Hz)
Power reserve: ~65 hours

Decor: vertical Côtes de Genève and perlage (circular graining)

FUNCTIONS Hours, minutes 

Chronograph functions : 60 second at the center, 30-minutes counter at 3 o’clock,

12-hour counter at 9 o’clock

CASE Black sandblasted stainless steel with amboyna burl wood bezel

Diameter: 42.00 mm; Opening: 33.00 mm; Thickness: 12.90 mm

Convex sapphire crystal, internal colorless anti-reflective treatment

Smoky sapphire caseback secured with 6 screws

Inter-lug width: 20.00 mm

Water resistance: 10 bar (~100 m)

Crown: Black sandblasted stainless steel, black finishing

DIAL Color: Black

Hour: Arabic numbers & RL logo – beige Super-Luminova® - printed

Chronograph Minute and hour track – white printing

Tachymeter : beige printing

HANDS Hour, minute: Sword-shaped hands; Shiny black with beige Super-Luminova®

Second: Sword-shaped hand; Shiny beige, varnished

Counter hands : Sword-shaped hands; White, varnished

BRACELET Black sandblasted stainless steel 3 link bracelet, interchangeable with quick released

STRAP This watch is offered with 2 straps (1 metal bracelet & 1 leather strap)
Black Alligator, black Alsavel® lining

Width at the pin buckle: 18.00 mm

Length: 120/70 mm

BUCKLE Stainless steel sandblasted pin buckle, black finishing

RALPH LAUREN AUTOMOTIVE COLLECTION
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RALPH LAUREN AUTOMOTIVE COLLECTION
RL Automotive Model - Wood Bezel 

42 mm - Steel

MATERIAL # 468836813001



TECHNICAL CHARACTERISTICS

MOVEMENT Mechanical self-winding, Swiss manufacture movement, made by Jaeger-LeCoultre 

exclusively for Ralph Lauren
Caliber: RL751A/1

Frequency: 28,800 vibrations/hour (4 Hz)
Power reserve: ~65 hours

Decor: vertical Côtes de Genève and perlage (circular graining)

FUNCTIONS Hours, minutes 

Chronograph functions : 60 second at the center, 30-minutes counter at 3 o’clock,

12-hour counter at 9 o’clock

CASE Brushed polished stainless steel with amboyna burl wood bezel

Diameter: 42.00 mm; Opening: 33.00 mm; Thickness: 12.90 mm

Convex sapphire crystal, internal colorless anti-reflective treatment

Smoky sapphire caseback secured with 6 screws

Inter-lug width: 20.00 mm

Water resistance: 10 bar (~100 m)

Crown: Brushed polished Stainless steel

DIAL Color: Black

Hour: Arabic numbers & RL logo – beige Super-Luminova® - printed

Chronograph Minute and hour track – white printing

Tachymeter : beige printing 

HANDS Hour, minute: Sword-shaped hands; Shiny black with beige Super-Luminova®

Second: Sword-shaped hand; Shiny beige, varnished

Counter hands : Sword-shaped hands; White, varnished

BRACELET Stainless  steel 3 link bracelet, interchangeable pin bar/quick release

STRAP This watch is offered with 2 straps (1 metal bracelet & 1 leather strap)
Black Alligator, black Alsavel® lining

Width at the pin buckle: 18.00 mm

Length: 120/70 mm

BUCKLE Stainless steel brushed pin buckle
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